FRANKENSTEIN TRIKES Using yourown Wheels & Tires

Before you choose custom wheels and tires please review the following information to insure proper fitment.

Our fender brackets are fixed to the rear end.
Any deviation from our wheel and tire specifications
will result in incorrect fitment. see Fig A. & B.

Fig A. Fig B.

to much backspacing to little backspacing

If you choose to use your own wheels and tires we
can fabricate fender brackets to match the back
spacing on your wheel.

How to measure for custom fabricated fender brackets.

Use straight edge on tire, measure distance from
edge of tire to outside edge of star plate.
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YOUR MEASURMENTS

Width X.

Mounted Tire Width

Mounted Tire height

Tire Size

Wheel Size

Measurement must be accurate. Custom
made fender brackets cannot be returned
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Our Specifications

* Wheel width 8”

* Tires 215/60 x 15

e Overall width is 9 3/8"

= Overall height is 251/16”

Fender Bracket
Star shaped side plates
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15” x 10 wheels with 1234 fenders
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Our Specifications
* Wheel width 10"
* Tires 265/50 x 15
* QOverall width is 11 1/2*
= Overall height is 251/4”

Fender Bracket
Star shaped side plates
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P L E A S E N o TE | Because we only run large batches of powder coating we are not able to powder coat
e custom brackets. They will be sent raw and will need to be painted or powder coated!



